


• Contraband Search Scope

• Gazoline and Fuel resistant

• Special isolated videoprobe

• Noiseless articulation control

• 5“ high-resolution display

Certifi cations:

•  MIL-STD-810G with Change 1, 
Method 511.6, Procedure I

• Atex Catergory 3 Certifi cat

•  Class I, Division 2, Groups A, B, C, 
and D Hazardous Locations 

• Rotatable Monitor

• Excellent image quality

• Ergonomic handle

• Bright and high-contrast display

iRisXT
The certifi ed Search Scope



Operating unit   
Display size:  5.0“ (12.7cm) TFT colour  
Display resolution:  VGA (640x480 pixel)  
Operating system:  Real-time operating system, with on-screen menu  
User interface:  Direct action keys / function keys / arrow keys  
Languages:  English, German, Polish, French, Spanish, Italian, Turkish    
Power supply, primary:   Rechargeable Li-ion battery 
  (charger and battery are provided in delivery set)  
Documentation   
Video format:  MPEG4 (.avi) (with time and date stamp)  
Image format:  BMP (.bmp) (with time and date stamp)  
Storage:  SDHC memory card up to 32GB 
  (FAT32) (8GB is provided in delivery set) 
Camera control   
Image sensor:  Advanced chip on the tip image sensor  
White balance:  Factory default or user defi ned

Image control   
Zoom:  16 step digital zoom   
Invert:  Horizontal and vertical image inversion  
Brightness:  Adjustable  
Contrast:  Adjustable  
Colour:  Adjustable  
Text annotation:  Built-in text overlay generator
  
Illumination   
Type:  High-power LED with high transmission fi ber optics  
Illumination control:  3 steps    
Colour temperature:  approx. 6500k  
Average lamp lifetime:  approx. 5000h  

Probe   
Diameter:  6.0mm       8.0mm 
Working length:  2m        1,5 - 3m 
Articulation (bending neck):  4-way / 360° control      4-way / 360° control 
Integrated objective lens:  90° FOV       90°FOV  
Braid:  Multi-layer tungsten braid on PU jacket
  
Operating environment   
Tip operating temperature:  -13°F to 176°F (-25°C to +80°C)  
System operating temperature: -13°F to 115°F (-25°C to +46°C)  
Storage temperature:  -13°F to 140°F (-25°C to +60°C)  
Relative humidity:  95% max. - non condensing  
Waterproof:  Probe and distal end up to 14.7 psi 
  (1 bar- 10.2m H

2O)  
Resistance:  Probe and distal end to oils and saline (5%)  
iRis Case  550 mm x 240 mm x 370 mm / 6,5 kg

Manufacturer‘s Data   
Country of Origin  Germany  

iRisXT
The Search Scope



iR  Infrared Pole System
telescope

Designed for operational teams when they approach and 

enter buildings, operate indoors, as well as for supervision 

and search activities.



iR  Infrared Pole System
telescope

Camera Lens

Video Sensor

IR Light Sensor

Audio Sensor

Fixators for expandable 
components

Flexibel unit

Rubber coated 
handle

The product contains the following components:

• Telescopic arm with TV module, (see Figure 1.1.)
• Compact monitor with hand fastening accessory (see Figure 1.2)
• Charging device (see Figure 1.3)
• Protective covers for arm with TV module and monitor

Telescopic arm with TV modul in folded state front view
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The product contains the following components:

• Telescopic arm with TV module, (see Figure 1.1.)
• Compact monitor with hand fastening accessory (see Figure 1.2)
• Charging device (see Figure 1.3)
• Protective covers for arm with TV module and monitor

Telescopic arm with TV modul in folded state front view
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iR  Infrared Pole System

Rubber patches

Connector 
for changing 
device and 
headphones

Holder

Belt

LCD display

Protective 
cocer

• Dimensional length of telescopic arm with TV module is no more than:
  - for folded arm with folded hinge 690 mm
  - for expanded arm with straight hinge 2200 mm

• Dimensional diameter of TV module housing 51 mm

• Dimensional length of TV module 506 mm

• Weight of telescopic arm with TV module is no more than 2.0 kg

Dimensions of Compact monitor 125 х 123.3 х 38.6 mm
Weight of Compact monitor no more than, 0.7 kg

Compact monitor



 IT Concepts GmbH

Gewerbestr. 17

35633 Lahnau, Germany

Tel. +49 6441 67 92 99-0

Fax +49 6441 67 92 99-99

info@itcworld.com

www.itcworld.com
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